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NO PART OF THIS DRAWING

MAYBE REPRODUCED WITHOUT THE PERMISSION OF CASKOREA.

THIS DRAWING IS PROPRIETARY TO HHI.
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Capacity tf 250 A
0214 Rated Output mvV/V 2.0£0.005
#95 Zero Balance mv/V 0.0+0.03
| | Combined Error %R0 0.15 ]
% Repeatability %RO 0.10
: Creep for (30min.) %RO 0.03
| Temperature effect on ’
i Zero Value %RO/10°C 0.03
| ) Output Value %R0O/10°C 0.03 H
! Excitation
Recommended \ 10
Maximum V 15 ’
[l[l] Resistance
. Input Q 350+3.5 | |
Output Q 350+£3.5
Insulation MQ  [>2000@50V DC
Compensated Temp.Range|  ° -10 ~ +40 0
2156 Operating Temp.Range °c -20 ~ +80
Cable Color Code |
Ex+ D> Red (A)
Ex= > White (B)
Sig+ > Green (C)
Straingage : 8& £t o Bue © F
Cable : PVC ¢5 - 30M
Connector : MS3102A 14S-5P
AS 1 29.4kg :
STANDARD 9
APPROVE
CHECKED CASKOREA
DRAWN CUSTOMER PROJECT |
DATE 2016.07.27
=7, | CH-CSKG31-T250 :
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