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1. Introduction

 일반적으로 스트레인게이지는 미소한 기계적인 변형량을 전기적 신호로 변환시키는 센서로서 

적용의 편리함과 높은 정밀도로 인해 하중, 압력, 가속도, 변위, 토오크등 여러 가지 물리량을 

측정하는 트랜스 듀스에 이용되고 있습니다.

이를 측정하기 위하여 STT-200S는 높은 주파수 응답특성, active필터 기능, 다양한 아나로그 

출력으로 미소한 아나로그 신호를 증폭 및 분석함에 있어 신뢰성이 좋은 정밀 계측기이며, 

스트레인 및 스트레인게이지응용 트랜스듀스, 온도 및 전압신호를 다이나믹하게 측정할 수 있도록 

설계되어 있습니다.

Dynamic strain amplifier STT-200S는 다음의 내용으로 구성되어 있습니다.

① 스트레인게이지 또는 각종트랜스듀스에서 출력되는 미소한 전압신호를 증폭하여 이를

전압이나 수치로 표시하여 기록하는 시스템입니다.

② 독립형 INDICATOR가 내장 되어 있어 측정이나 조정 시 편리합니다.

③ Quarter, half,full 스트레인게이지를 결선하여 사용할 수 있읍니다.

④ 표준형 19인치 렉에 장착할 수 있는 구조로 되어 있습니다.

⑤ 입력 및 출력 컨넥터는 앰프별로 분리되어 있습니다.

⑥ 낙뢰방지와 서지전압 보호 회로가 내장되어 시스템을 보호합니다.



Amplifier indicators  led indicators : power, +bal, -bal

Power  AC 220V 60Hz ± 10 %

Size
DESK TYPE

 STT-200S-12 : 483 x 400 x 133 (W x D x H)mm

 STT-200S-04~06 : 341(390)x330x133(219) (WxDxH)mm ( )는 손잡이 포함

 STT-200S-03 : 234(280)x330x133(219) (WxDxH)mm ( )는 손잡이 포함

 STT-200S-01 :  62 x 283 x 157 (W x D x H)mm

PANEL TYPE  STT-200S-04~06 : 376x330x133 (W x D x H)mm Panel type

Weight  12CH: 7.9kg ,6CH: 5.8Kg, 4CH : 5.4kg , 3CH: 4.5kg, 1CH: 1.0kg

Inputs

 straingages : 1/4, half, full(50Ω ~ 1KΩ)

  dummy bridge resistor(120Ω,350Ω)built in 

 transducer : foil, piezoresistive straingage types

  potentiometer, dcdt, displacement transducer etc.

 high level : voltage(mV,V)

Bridge excitation

 voltage : DC 2V, 10V (± 0.5%)

    remote sense (0.0005%/Ω,at load resistor 350Ω)

 current : 0 ~ 100mA,max 

Shunt calibration

 single shunt : for stress analysis

 standard resistor built-in :

  1000με(for straingage 120Ω,350Ω G.F=2)

Amplifier

 differential, common mode amplifier

 input impedance : > 100 MΩ

 gain : x1, x10, x100, x1000 DIP sw(err:± 1%)

  x1 ~ x11 continuously variable potention volumn

 (err:± 0.5% )

  total gain : x1 ~ x11000

 frequency response(two output) ;

 dc coupled : dc to 5KHz, -3dB max.(30% output)

    common mode input : ± 10 V

 stability : 2uV/℃, max refered to input(gain over x100)

 noise : 0.01 to 10Hz : 1uV p-p refered to input

   0.5 to 50KHz : 5uV rms, max refered to input 

Filter
 low-pass active volumn filter

 frequency : 1.4Hz ~ 5KHz

Amplifier outputs  standard output : ± 10 V 5mA,min, 0-40mA (Max)-OPTION

2. STT-200S의 사양



3. STT-200S 앰프의 특징

본 앰프는 정확한 스트레인 측정을 위하여 다음과 같은 특징을 지니고 있습니다.

① 게인조정이 1배에서 11,000배까지 용이하게 교정할수 있습니다.

② 모든 스트레인게이지형의 센서를 측정할 수 있으며, High level에서의 측정도 가능

 합니다. 

③ 입력 임피던스가 높으므로(>100MΩ) 센서의 미소한 시그날(low current)을 측정 할수

  있습니다.

④ 별도의 INDICATOR가 있어 앰프 진단 및 측정이 용이 합니다.

⑤ Wide-band대역에서 주파수 응답시간은 5KHz(-0.5dB)까지 측정할 수 있습니다.

⑥ LOW PASS 필터를 지니고 있으며, 필요에 따라 조작이 가능하게 되어 있습니다.

 (1.4Hz ~ 5KHz)

⑦ 표준형 19인치 rack에 장착할 수 있어 시스템 구성이 용이 합니다 (STT-200S-12CH용).

STT-200S-04 , STT-200S-06도 PANEL TYPE TYPE 구성 가능


